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CARRBORO, NORTH CAROLINA
Commercial Site Modifications and Redevelopment 

(phased construction)

 owner/developer/applicant:

W3M, L.L.C.
205 Severin St.

Chapel Hill, NC  27516
phone: (919) 929-0203

fax: (919) 933-6449

CONDITIONAL USE PERMIT

SGI Technical Services
200 N. Greensboro Street  Suite B-13A
Carrboro, NC  27510 
16 August 2007

PRELIMINARY - NOT FOR CONSTRUCTION

DESIGNER: Matthews/Addy
CIVIL ENGINEER: Steven Addy, PE

                                200 N. Greensboro St, Ste B-13A
                                Carrboro, NC  27510

SURVEYOR: Holland

                                                 SPECIAL NOTES - TOWN of CARRBORO 

1. PRIOR TO DISTURBING SITE, A PRE-CONSTRUCTION MEETING WITH REPRESENTATIVES OF  
    ALL APPLICABLE AGENCIES WILL BE REQUIRED.
2. IN ACCORDANCE WITH SECTION 15-248 OF THE LUO, AS-BUILT DRAWINGS WILL BE 
    REQUIRED FOR ALL UTILITIES INSTALLED WITHIN THE PUBLIC RIGHT-OF-WAY.
3. THE APPLICANT SHALL PROVIDE TO THE ZONING DIVISION, PRIOR TO RECORDATION OF 
    THE FINAL PLAT FOR THE PROJECT OR BEFORE RELEASE OF BOND IF SOME FEATURES 
    ARE NOT IN PLACE AT THE TIME OF THE RECORDING OF THE FINAL PLAT, MYLAR AND 
    DIGITAL AS-BUILTS FOR THE STORMWATER FEATURES OF THE PROJECT. DIGITAL AS-BUILTS 
    SHALL BE IN .DXF FORMAT AND SHALL INCLUDE A BASE MAP OF THE WHOLE PROJECT AND 
    ALL SEPARATE PLAN SHEETS. AS-BUILT .DXF SHEETS SHALL INCLUDE ALL LAYERS OR 
    TABLES CONTAINING STORM DRAINAGE FEATURES. STORM DRAINAGE FEATURES SHALL 
    BE CLEARLY DELINEATED IN A DATA TABLE. THE DATA WILL BE TIED TO ALL HORIZONTAL 
    CONTROLS.                
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PROPERTY SUMMARY INFORMATION

TAX MAP REFERENCE: pin: 9769-21-9460\7.113.B.22  (p.b. 100, p. 161)
ADDRESS: 609 W. NC Hwy 54, 611 W. NC Hwy 54, Carrboro  27510 
TRACT SIZE: 2.08-ac. (~90,797-sf) 
ZONING DISTRICT: B-5 Watershed Commercial 
OVERLAY ZONING DISTRICTS: University Lake Watershed
EXISTING PERMITTED USE CATEGORY: site is vacant
EXISTING USE: commercial building (not in use)
PROPOSED USAGE: 3.120 operation in enclosed building(s) with little or no customer traffic other than employees,
                                    2.120, 2.130, 2.220, 2.230, 3.220
PROPOSED FLOOR AREA: 3,200-sf existing, 3,000-sf single story structure to be added
MAXIMUM BUILDING HEIGHT PERMITTED: 35-ft
PROPOSED BUILDING HEIGHT: 24-ft
PARKING REQUIREMENTS: 1 space per 400-sf;  16 spaces required for ~6,200-sf
PARKING PROVIDED: 16 spaces provided - 12 standard 8.5'x19', 3-compact 7.5'x16.5', 1 van accessible;  2  spaces 
                                       in front of the existing building will be eliminated. 
OPEN SPACE REQUIRED: not applicable
DENSITY: not applicable
RECREATION POINTS: not applicable   
IMPERVIOUS SURFACE (incl. gravel): pre-construction 3,278-sf; post construction: 17,589-sf (19%) 
MAINTENANCE: Owner will maintain property in accordance with Carrboro Land Use Ordinance Section 15-67 so that all 
facilities described in this document can be used or will perform in manner intended.

              

IMPERVIOUS SURFACE CALCULATIONS

CONSTRAINED AREAS/SITE RESTRICTIONS
Parcel lies within the University Lake Watershed - impervious 
surfaces are limited 24% of area and additional connections to the 
public water and public sewer systems are restricted.

Area in OWASA sanitary sewer easement                        5,250-sf

In accordance with the North Carolina General Statutes and 
Sections 15-262 and 15-264 of the Carrboro LUO, the 
owner/developer is bound to manage any and all issues related to 
drainage, sedimentation, and erosion control caused by the 
proposed project.

Owner/developer/operator is required to adhere to the "Good 
Neighbor Performance Standards for Non-residential Uses", 
described in the Supplemental Use Regulations of the Carrboro 
LUO, Sections 15-161 thru 15-169. 

Zoning: B-5
   
Total tract area: ~90,797-sf (2.08-ac)
Pre-development impervious surface: 3,278-sf (3.6%)
Post-development impervious surface: 17,589-sf (19%)
Maximum post-development impervious surface: 24%
    
 

SITE and CIVIL   

Existing Conditions                            EC-1
Site Plan                                               SP-1
Parking and Landscaping                  SP-2
Grading, Drainage & Utilities                C-1
Erosion Controls                                   C-2
Details                                                     C-3
Typical Exterior Elevation                     C-3

 

SHEET INDEX

Steven Addy
Second Submittal April 2007

Steven Addy
Third Submittal July 2007

This is intended to be a two-phased project. All site work, grading 
and parking lot construction, utility installations, installation of 
stormwater control structures, and remodeling of existing building 
will be carried out during the initial construction phase. The 3000-sf
storage building will be constructed during the second phase of the 
operation. 

CONSTRUCTION PHASING




